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Note ‐ presentation flows as follows:
• Existing intersection congested conditions/deficiencies (skew violates current 

stds for sight angles, stop control is unsustainable)
• HCOC Needs List process developed build‐out planning level concepts for 

signalized vs roundabout alternatives. Results ‐ both had large Costs/ROW 
impacts but … Roundabout less impacts/more cost effective (smaller footprint, 
less costly, better congestion relief and better expected safety performance).

• Recent Work Find a smaller solution (not full build‐out of all developments) that 
would provide immediate relief and cost less. Wallace Group developed an initial 
concept for a temporary single lane roundabout that might meet these goals.

• Next Steps ‐Wallace Group team for Phase 1 “Final Design Concept Refinement”. 
Evaluate likely traffic growth (near term of 10 years or so)/assess a footprint 
more accurately. , provide for added public input opportunity and receive . 

• Future Steps ‐ Once the concept is established, they will transition to Phase 2 
“Final Design PS&E”.
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Circulation Plan

Hard to See (Intersection Skew) in 
a Key Growth Area

Backed Up and Frustrating 
(Easily Congested)

SLOW (Stop Controlled and Truck Route)

Potholes & Bad Road  Conditions 
(PCI, Pavement Condition Index)

1. Existing Conditions
“Worst Intersection in 
town”, do something 
… or do nothing

Commonly referred to as “worst intersection in town”. Most restrictive 4 way stop control ‐

bad skew/high traffic. City’s Circ plan forecasts growth and needs, both Union and 
Golden Hill are truck routes. Existing right of way constraints has hampered any 
solution/future growth means act now or suffer the consequences. 
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Intersection skew …  
why it matters 

Don’t lose sight of a basic problem here … people can’t see others easily, some not at all!
(… audience participation on chin to left shoulder then further)
Can’t just “throw in a signal”, congestion/delay/frustration and risk grows.
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2. Housing Constraints and 
Opportunities Committee 

(HCOC) Needs List
Concepts and Cost Estimates Development 

Throughout 2017 and 2018 
https://www.prcity.com/499/Housing‐Constraints‐Opportunities

Tasked Wallace and CCTC with what can we do/should we do here considering build‐out?
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HCOC Needs 
List Research 
and Review 
Process

Signalized 
Intersection 
Alternatives

Tasked with review of a signalized intersections assessing safety and standards … significant 
property impacts and cost.
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HCOC Needs List Investigation at Golden Hill/Union

Signalized Intersection Alternatives – 60 degree skew
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Initially looked at AASHTO allowed 60 degree intx, not allowed by FHWA or Caltrans … 
many drivers can’t navigate but assessed as a betterment to the existing … still has larger 
accident risk and with significant costs/impacts
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HCOC Needs List Investigation at Golden Hill/Union

Signalized Intersection Alternatives – 75 degree skew
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Then looked at a stds compliant 75 degree intersection skew, more impacts and costs but 
able to design for trucks and reduced accident risk … still not optimal.
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Development 
Constraints as Time 

Continues

Signal Alternatives
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Property impacts exist and are growing
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Out of the Box 
Alternative 

Realignments?
Not really feasible…
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Even looked at drastic alternatives to realign the corridor…
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Roundabout Alternatives

HCOC Needs 
List Research 
and Review 
Process

Tasked to look at roundabout options even though studied in the past by others. Effort to 
reduce ROW impacts (similar to others such as in Boise Idaho), significantly less ROW and 
cost … but still ~ $4M.
Needed new thinking for this unique intersection configuration as the prior alternative 
typical roundabout had stalled
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HCOC Needs List Investigation at 
Golden Hill/Union

Roundabout Intersection Alternatives 
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2010 roundabout alt couldn’t be implemented due to heavy impacts on school district site
Tasked to look at a single lane/smaller/offset alt while Circ Element traffic volumes were 
being developed … discovered more lanes were needed when traffic forecasts were 
available. 
Revised, refined and tested trucks/turns.
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And more access specific analysis
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Cost 
Estimates
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Signalized 
Intersection and 
Roundabout 
Alternatives

60 degree skew signal alt cost of ~$4.4M
75 degree skew signal alt cost of > $6.6 million
Dual lane roundabout cost of ~$4M
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Life Cycle and Safety Analysis
National and International Research
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82% reduction in severe (fatal/injury) crashes by converting a stop to a roundabout, 78% 
reduction by converting a signal to a roundabout. 44% ‐48% reductions in overall crashes 
respectively.
FHWA, Insurance Institute for Hwy Safety
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Life Cycle and Safety Analysis
Signalized Intersection and Roundabout Alternatives
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60 degree skew signal alt cost of ~$4.4M
75 degree skew signal alt cost of > $6.6 million
Dual lane roundabout cost of ~$4M
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Needs List Decisions
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The City spent considerable resources and effort that culminated in the approval of 
proposed projects and estimates needed for Housing Opportunities.
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3. Recently 
Completed 
Work

Analysis for a 
Near Term Benefit 

Roundabout 
Option

Full build or not is not the only question, it’s really can we do something or do we do 
nothing?
Search for a near term concept of a single‐lane roundabout that would approximately fit 
within the existing pavement, be more affordable and avoid ROW impacts. Still need to 
accommodate trucks and roundabout standards. 
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Analysis of an 
Interim Period 
Roundabout

Goals:
• Meet safety standards

• Handle trucks

• Interim cost‐effective 
solution

• Minimize added pavement 
and right‐of‐way needs

Wallace Group was tasked with and developed an initial concept single lane 
roundabout
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Example Installations 
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Golden Hill Road/Union Road Intersection Improvement Project

Boise, ID – 36th St at W Catalpa
Carmel, IN ‐ State Route 31 at W Main St

Syracuse, UT‐ S Bluff Rd at Various
W Hampton, NY ‐ State 
Route 31 at W Main St

Various “dog bone” or “race track” layout examples, this is not a new concept
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4. Decision
Golden Hill Road/Union Road 

Intersection Improvement Project

Do Nothing ‐ Leave it as a 4‐way stop, will continue degrading and this is a high volume 
passenger/truck route . Eventually this will lock up impacting existing and future growth 
traffic
Or 
Do Something – the problem is clear and the safer‐cost effective solution is a roundabout.

development is ongoing and constraints are inevitable … Decision Time.
Look into the construction of the single‐lane roundabout type to help and 
potentially be full build out capable. 
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Next Steps
Phase 1 “Concept and Cost Refinement”

Field Survey and 
Accurate Right‐of‐
Way Delineation

Traffic Sensitivity and 
Operational Analysis Conceptual Layouts 

and Cost Estimates

Public Outreach and 
City Council Review

Phase 1 “Final Design Concept Refinement”/define likely near term traffic 
growth/plan a more accurate footprint‐cost. 
Phase 2 “Final Design” is pending the results of this next step.
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Thank you

Traffic scenario assessment
Engineering layout refinement
City Council and Public input
Assess, refine, decide.
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